
C
.
O

.

C
.
O

.

C
.
O

.

C
.
O

.

C
.
O

.

C
.
O

.

C
.
O

.

C
.
O

.

C
.
O

.

C
.
O

.

C
.
O

.

C
.
O

.

C
.
O

.

C
.
O

.

C
.
O

.

705
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EXISTING CONDITIONS LEGENDEXISTING CONDITIONS NOTES

WELLHOUSE

CAMPUS OPERATIONS
BUILDING

EXISTING EQUIPMENT -
APPROXIMATE LOCATION
FROM SATELLITE IMAGERY

1. SURVEY BACKGROUND OBTAINED FROM PLAT OF SURVEY DATED
08/02/2014, PREPARED BY MARCHESE AND SONS, INC., FOR
WAUBONSEE COMMUNITY COLLEGE AND AS BUILT INFORMATION,
DATED 12/16/2011, PREPARED BY ABBEY PAVING. SMITGHROUPJJR
MAKES NO GUARANTEE NOR ASSUMES ANY LIABILITY AS TO THE
COMPLETENESS AND/OR ACCURACY OF THE PLAT OF SURVEY.

2. SURVEY CONTOUR DATA HAS BEEN COMPILED USING A 3D SURFACE IN
AUTOCAD SOFTWARE. SMITHGROUPJJR MAKES NO GUARANTEE NOR
ASSUMES ANY LIABILITY AS TO THE COMPLETENESS AND/OR
ACCURACY OF THE CONTOUR DATA. CONTRACTOR SHOULD VERIFY
EXISTING GRADES IN FIELD.
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EXISTING CONDITIONS LEGEND
SCALE: 1" = 10'

EXISTING CONDITIONS PLAN - WELLHOUSE1 SCALE: 1" = 10'
EXISTING CONDITION PLAN - CAMPUS OPERATIONS BUILDING2

COLLEGE DRIVE
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SAWCUT PAVEMENT

REMOVE CURB

REMOVE ASPHALT PAVEMENT

REMOVE GRAVEL

REMOVE CONCRETE PAVEMENT

CLEAR AND GRUB

PROTECT OBJECT

REMOVE TREE

SITE PREPARATION PLAN

PROJECT NORTH

0' 40'20'10'

SCALE: 1" = 10'

10559.000

CD100

SITE PREPARATION LEGEND

SCALE: 1" = 10'
SITE PREPARATION PLAN - WELLHOUSE1 SCALE: 1" = 10'

SITE PREPARATION PLAN - CAMPUS OPERATIONS BUILDING2

SITE PREPARATION NOTES

REMOVE GRAVEL

CLEAR AND GRUB

CLEAR AND GRUB

REMOVE GRAVEL

SAWCUT PAVEMENT

REMOVE CONCRETE CURB AND GUTTER

REMOVE ASPHALT PAVEMENT

REMOVE GRAVEL
SAWCUT PAVEMENT

REMOVE ASPHALT PAVEMENT

REMOVE CONCRETE CURB AND GUTTER

CLEAR AND GRUB

CLEAR AND GRUB

CLEAR AND GRUB
REMOVE EXISTING SHRUBS ALONG BUILDING

REMOVE CONCRETE PAVEMENT

REMOVE CONCRETE CURB AND GUTTER

CLEAR AND GRUB

REMOVE CONCRETE CURB AND GUTTER

1. BEFORE ANY EXCAVATION ON THE SITE, CALL J.U.L.I.E. @ 800.892.0123.
CONTRACTOR SHALL ALSO PROVIDE A PRIVATE UTILITY LOCATION BY LUCKY
LOCATORS, INC @ 847.458.1530.  THE CONTRACTOR SHALL BECOME FAMILIAR WITH
THE LOCATION OF ALL BURIED UTILITIES IN THE AREAS OF WORK BEFORE STARTING
OPERATIONS.  THE CONTRACTOR SHALL REPAIR OR REPLACE ANY BURIED CONDUIT,
CABLES, OR PIPING DAMAGED DURING THE INSTALLATION OF THIS WORK.
CONTRACTOR TO CONFIRM LOCATION OF ALL UNDERGROUND UTILITIES PRIOR TO
START OF CONSTRUCTION.  ALL UTILITIES SHALL BE FIELD LOCATED A MINIMUM OF
48 HOURS PRIOR TO THE START OF CONSTRUCTION.   ANY DISCREPANCIES WITH
THIS DRAWING SHALL BE  REPORTED IN WRITING TO THE CIVIL ENGINEER
IMMEDIATELY.

2. COORDINATE THE  ADJUSTMENT OF UTILITY STRUCTURES WITH THE  APPROPRIATE
AGENCIES.  NO  WORK SHALL BE DONE  WITHOUT WRITTEN CONSENT BY UTILITY
OWNER.  ALL  UTILITY STRUCTURES TO REMAIN INCLUDING, BUT NOT LIMITED TO:
CLEAN-OUTS,  MANHOLES, CATCH BASINS, STRUCTURES,  VALVE BOXES, SHUT OFF
VALVES, VAULT COVERS,  ELECTRICAL VAULT COVERS, ELECTRICAL PULL BOXES,
ETC. SHALL BE ADJUSTED TO FINISH GRADE, UNLESS NOTED OTHERWISE.

3. ALL MATERIAL TO BE REMOVED SHALL BECOME THE  PROPERTY OF THE
CONTRACTOR AND SHALL BE  DISPOSED OFF SITE IN ACCORDANCE WITH ALL STATE,
LOCAL AND  FEDERAL GUIDELINES, UNLESS OTHERWISE NOTED.

4. ALL EXISTING PEDESTRIAN AND VEHICULAR CAMPUS LIGHTING TO REMAIN SHALL BE
OPERABLE AT ALL TIMES THROUGHOUT CONSTRUCTION, UNLESS OTHERWISE
NOTED.

5. CAREFULLY MAINTAIN PRESENT GRADE AT BASE OF ALL EXISTING TREES TO
REMAIN. PREVENT ANY DISTURBANCE OF EXISTING TREES. PROTECT EXISTING
TREES TO REMAIN AGAINST UNNECESSARY CUTTING, BREAKING OR SKINNING OF
ROOTS, BRUISING OF BARK, SMOTHERING TREES BY STOCKPILING EXCAVATION AND
CONSTRUCTION MATERIALS OR PARKING VEHICLES WITHIN THE DRIP LINE. ANY
DAMAGE BY CONTRACTOR TO EXISTING TREES TO REMAIN SHALL BE

REPAIRED/REPLACED AT NO COST TO THE OWNER.

6. CLEANLY SAWCUT PAVEMENT AT THE JOINT CLOSEST TO WHERE INDICATED ON THE
DRAWINGS TO THE FULL PAVEMENT DEPTH.

7. COORDINATE STAGING AND STOCKPILE AREAS WITH OWNER. NOTIFY OWNER AND
ENGINEER OF ANY MODIFICATIONS REQUIRED PRIOR TO COMMENCEMENT OF ANY
WORK.

8. ALL STRUCTURES, UTILITIES, PAVEMENT AND OTHER FEATURES WITHIN PROJECT
LIMITS OR IMMEDIATELY ADJACENT SHALL BE PROTECTED DURING CONSTRUCTION.
ANY DAMAGE CAUSED BY THE CONTRACTOR TO ANY STRUCTURES OR FEATURES
SHALL BE REPAIRED AT NO COST TO THE OWNER.

9. PROTECT EXISTING CURB TO REMAIN FROM DAMAGE DUE TO PAVEMENT REMOVAL,
BASE COURSE STRIPPING AND STOCKPILING, AND GRADING OPERATIONS.

10. FOR FULL DEPTH PATCHING, REMOVE SUB-BASE MATERIAL TO SUFFICIENT DEPTH IN
ORDER TO ACHIEVE FINISH GRADE WITH FULL DEPTH PAVEMENT SECTION AT ALL
LOCATIONS.

11. REMOVE AND REPLACE ANY CONCRETE PAVEMENT AND CURBING (NOT NOTED TO
BE REMOVED) IF DAMAGE BY CONSTRUCTION ACTIVITIES AT NO COST TO THE
OWNER. DOCUMENT CONDITION OF EXISTING CURB PRIOR TO DEMOLITION.

12. ALL DISTURBED LAWN AREAS WITHIN OR OUTSIDE OF LIMITS OF WORK SHALL BE
RESTORED TO PRE-CONSTRUCTION CONDITION AT NO ADDITIONAL COST TO THE
OWNER. SEE NOTE 6, SHEET CS100 FOR SEED MIX TO BE USED FOR RESTORATION.

13. INSTALL ALL EROSION CONTROL DEVICES PRIOR TO ANY EARTHWORK ACTIVITIES.

14. ALL EROSION CONTROL DEVICES SHALL BE MAINTAINED FOR THE DURATION OF THE

PROJECT, OR AS DIRECTED BY THE CIVIL ENGINEER.

15. INSTALL INLET FILTERS AT ALL EXISTING STORM SEWER INLETS  AND NEW CATCH
BASINS WITHIN THE CONSTRUCTION LIMITS AND AS NOTED ON THE PLAN.

16. NO SUSPENDED SEDIMENT WILL BE PERMITTED TO LEAVE THE CONSTRUCTION SITE.
THE CONTRACTOR, AT NO ADDITIONAL COST TO THE OWNER, SHALL REMOVE ALL
SEDIMENT INCLUDING, BUT NOT LIMITED TO, CLEANING SEWERS, SEDIMENT
REMOVAL AND RESEEDING, PAVEMENT SWEEPING AND EROSION CONTROL BARRIER
REPAIRS.

17. NO CONSTRUCTION DEBRIS, SOIL AGGREGATES OR OTHER MATERIALS SHALL BE
TRACKED ON TO CITY OR PRIVATE DRIVES OR STREETS.  SWEEP / CLEAN STREETS
WEEKLY AND AS REQUIRED BY OWNER AND/OR CIVIL ENGINEER.

18. TIRES AND WHEEL WELLS OF VEHICLES AND CONSTRUCTION EQUIPMENT SHALL BE
FREE OF DIRT AND/OR SEDIMENT BEFORE LEAVING A CONSTRUCTION AREA TO
PREVENT TRACKING ONTO A PUBLIC OR PRIVATE PAVED ROAD, OR SIDEWALK.

19. WASTE MATERIAL THAT MAY BE CARRIED OFF BY WIND OR RAIN SHALL BE COVERED
PRIOR TO LEAVING THE CONSTRUCTION SITE.

PROTECT EXISTING EQUIPMENT

REMOVE ASPHALT PAVEMENT

SAWCUT PAVEMENT

REMOVE ASPHALT PAVEMENT

SAWCUT PAVEMENT

COLLEGE DRIVE

COLLEGE DRIVE

PROVIDE TRAFFIC CONTROL FOR ALL WORK
IN CAMPUS ROADS PER IDOT STANDARDS

PROVIDE TRAFFIC CONTROL FOR ALL WORK
IN CAMPUS ROADS PER IDOT STANDARDS

PROTECT EXISTING GAS MAIN

PROTECT EXISTING GAS MAIN

!CAUTION - OVER HEAD POWER LINES!

PROTECT EXISTING
COBBLE SPILLWAY

PROTECT EXISTING
COBBLE SPILLWAY
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RESTORATION LEGEND
SCALE: 1" = 10'

LAYOUT, MATERIALS, AND GRADING PLAN - WELLHOUSE1 SCALE: 1" = 10'
LAYOUT, MATERIALS, AND GRADING PLAN - CAMPUS OPERATIONS BUILDING2

RESTORATION NOTES

ASPHALT PAVEMENT

TURF RESTORATION

CONCRETE CURB AND GUTTER
TURF RESTORATION

ASPHALT PAVEMENT

CONCRETE CURB AND GUTTER

TURF RESTORATION

DETECTABLE WARNING

ADA RAMP

EXPANSION JOINT

CONTROL JOINT

CONCRETE PAVEMENT

DEPRESSED CONCRETE CURB

DETECTABLE WARNING

EXPANSION JOINT

CONCRETE PAVEMENT

CONTROL JOINT

ADA RAMP

1. SET AUXILIARY BENCHMARKS AS REQUIRED TO LAYOUT AND CONSTRUCT WORK.

2. AN ELECTRONIC COPY OF AUTOCAD 2017 DRAWING FILES WILL BE PROVIDED FOR LAYOUT OF PROPOSED
FACILITIES DESIGNED BY SGJJR AND SHOULD ONLY BE USED FOR THOSE FACILITIES. NO GUARANTEE IS
MADE BY SGJJR FOR THE ACCURACY OF WORK PROVIDED BY OTHERS.

3. IN THE EVENT OF ANY DISCREPANCIES BETWEEN THE CONTRACT DOCUMENTS AND THE ELECTRONIC
FILES, THE DRAWINGS SHALL CONTROL. NOTIFY THE ENGINEER IMMEDIATELY WHEN ANY DISCREPANCY IS
NOTED.

4. BEFORE ANY EXCAVATION ON THE SITE, CALL J.U.L.I.E. @ 800.892.0123 TO LOCATE ANY EXISTING UTILITIES
ON THE SITE.  THE CONTRACTOR SHALL BECOME FAMILIAR WITH THE LOCATION OF ALL BURIED UTILITIES
IN THE AREAS OF WORK BEFORE STARTING OPERATIONS.  THE CONTRACTOR SHALL BE REPAIR OR
REPLACE ANY BURIED CONDUIT, CABLES, OR PIPING DAMAGED DURING THE INSTALLATION OF THIS
WORK.  CONTRACTOR TO CONFIRM LOCATION OF ALL UNDERGROUND UTILITIES PRIOR TO START OF
CONSTRUCTION.  ALL UTILITIES SHALL BE FIELD LOCATED A MINIMUM OF 48 HOURS PRIOR TO THE START
OF CONSTRUCTION.   ANY DISCREPANCIES WITH THIS DRAWING SHALL BE  REPORTED IN WRITING TO THE
CIVIL ENGINEER IMMEDIATELY.

5. ALL DIMENSIONS ARE GIVEN TO THE BACK OF CURB UNLESS OTHERWISE NOTED.

6. ALL DISTURBED LAWN AREAS SHALL BE RESTORED WITH THE FOLLOWING SEED MIX:

7. MOW TURF AS SOON AS TOP GROWTH IS TALL ENOUGH TO CUT.  REPEAT MOWING TO MAINTAIN
SPECIFIED HEIGHT WITHOUT CUTTING MORE THAN 1/3 OF GRASS HEIGHT.  REMOVE NO MORE THAN 1/3 OF
GRASS-LEAF GROWTH IN INITIAL OR SUBSEQUENT MOWINGS.  DO NOT DELAY MOWING UNTIL GRASS
BLADES BEND OVER AND BECOME MATTED.  DO NOT MOW WHEN GRASS IS WET.

GERMINATION VARIETY PROPORTION BY WEIGHT PURITY
BARON KENTUCKY BLUEGRASS      25 90     80
KENTUCKY BLUEGRASS 98/80      15 98     80
PARK KENTUCKY BLUEGRASS      15 90     80
PENNFINE PERENNIAL RYEGRASS      15 98     90
CREEPING RED FESCUE      30 95     90

MAXIMUM WEED CONTENT SHALL BE 0.30 PERCENT. SEED RATE SHALL BE 4 LBS/1000 SQ FT.

CONNECT TO EXISTING CURB 11
CP500

CROSSWALK STRIPING
7

CP501

1
CP500

13
CP500

6
CP500

14
CP500

4
CP500

7
CP500

10
CP500

8
CP500

TURF RESTORATION

MEET EXISTING GRADE ALONG PERIMETER OF ASPHALT PAVEMENT -
HOLD TURF RESTORATION 1" BELOW PAVEMENT GRADE.

CONTRACTOR TO VERIFY EXISTING GRADES AND IDENTIFY ANY
DRAINAGE CONCERNS TO THE ENGINEER PRIOR TO CONSTRUCTION .

SEE BID DOCUMENTS FOR WORK ON
ADJACENT ROADWAYS

EXPANSION JOINT

PROVIDE TRAFFIC CONTROL FOR ALL WORK
IN CAMPUS ROADS PER IDOT STANDARDS

PROVIDE TRAFFIC CONTROL FOR ALL WORK
IN CAMPUS ROADS PER IDOT STANDARDS

BUTT JOINT 3
CP500

24" WHITE STOP BAR

COLLEGE DRIVE

COLLEGE DRIVE
CONCRETE PAVEMENT 4

CP500



AGGREGATE BASE (IDOT CA-6)

COMPACTED SUBGRADE

5"
6"

WWF @ MIDPOINT OF
CONCRETE

3"

POURED-IN-PLACE CONCRETE WITH
MEDIUM BROOM FINISH. FOR
DECORATIVE CONCRETE, SEE SPEC
FOR TYPE, COLOR AND FINISH.

HMA WEARING COURSE

AGGREGATE BASE (IDOT CA-6)

SUBGRADE

2" 21 4"

10
" (

MI
N)

HMA LEVELING COURSE

JOINT SEALANT

CONCRETE PAVEMENT

3"

1
2"

1
4" RADIUS, TYP.

BACKER ROD

EXPANSION JOINT MATERIAL
TO FULL DEPTH

EPOXY-COATED, JOINT DOWEL BAR
TYP.  GRADE 60, PLAIN-STEEL BARS
(REMOVE FOR ISOLATION JOINTS)

CONCRETE PAVEMENT

TOOLED JOINT  TO 15  DEPTH OF
PAVEMENT, 14 " RADIUS, TYP.

6"
 M

IN
.

2. TOOLED CONTROL JOINTS SHALL BE CONSTRUCTED AT 15 FT. INTERVALS.

a. 5 FT. ON EACH SIDE OF DRAINAGE STRUCTURES
b. MAX. OF 60 FT. INTERVALS

NOTES:

AGGREGATE BASE

3. SEE PLAN FOR LOCATION OF REVERSE PITCH GUTTER

SLOPE 3/4" PER FOOT

(2) #4 BARS CONTINUOUS

1. EXPANSION JOINTS WITH PREFORMED 1/2" EXPANSION JOINT MATERIAL SHALL BE PLACED TO FULL DEPTH AT:

SUBGRADE

6"

1"

6"7"6"

6"

8"

12"
1"

6"

R1"

R2"

DEPRESS CURB AT
DRIVEWAYS AND
RAMPS

19"

TC

G

SLOPE

PAVEMENT,
CONDITIONS VARY.
SEE PLANS

R=1/4"

6"
 M

IN
.

SLOPE 3/4" PER FOOT

COMPACTED SUBGRADE

1"

1'-7"

7"

8"

12"

6"

19"

TC - SEE PLANS
G - SEE PLANS

SLOPE
ASPHALT PAVEMENT

R=1/4"

CP500
1

EXPANSION JOINT, TYP.CP500
13

AGGREGATE BASE,
IDOT CA-6

4'-0" MIN.

4'-0" MIN.

1

:

1

2

NOTE:

TRUNCATED DOME PATTERN

MUST MEET ALL ADA

REQUIREMENTS FOR DETECTABLE

WARNING SYSTEMS.

4'-0" MIN.

ADA TILE

6"

CURB TAPERS TO MEET

ADJACENT SIDEWALK

GRADE

24"

14
CP500

EXPANSION JOINT, TYP.

AGGREGATE BASE

LIGHT DUTY CONCRETE
PAVEMENT, TYP.

DETECTABLE WARNING TILE,
WET SET IN CONCRETE TYP.

NOTE:
1.     SEE SPECIFICATIONS FOR WARNING TILE MATERIAL.

CP500
5

CP500
4

COMPACTED SUBGRADE

DEPRESSED CONCRETE
CURB, TYP.CP500

10

2" MAX.

HMA WEARING COURSE

EXISTING AGGREGATE BASE

EXISTING SUBGRADE

2"

EXISTING LEVELING COURSE

BOND COAT

2'

SAWCUT EXISTING
PAVEMENT TO FULL
DEPTH

SAWCUT AND REMOVE 2"
WEARING COURSE OF
EXISTING PAVEMENT.
FIELD VERIFY DEPTH

OVERLAP WEARING COURSE OF
NEW PAVEMENT WITH LEVELING
COURSE OF EXISTING PAVEMENT

EXISTING PAVEMENT NEW PAVEMENT

EXISTING WEARING
COURSE

EXISTING LEVELING
COURSE

TAPER CURB TO ZERO
HEIGHT OVER RADIUS,
TYP.

4"-8" NATURAL COBBLES,
TAN - BROWN IN COLOR,
OVER GEOTEXTILE
FABRIC

CONTROL JOINT AT
TANGENT POINT,
TYP.

SEE TERMINUS SPILLWAY
SECTION THIS SHEET

7'-0"

4" DROP

3/4" DROP

5'-0"

4'-0"

R2'-0", TYP.

3'-0"

GEOTEXTILE FABRIC

4"-8" NATURAL
COBBLES, TAN -
BROWN IN COLOR

SLOPESLOPE

12"
TYP.

3"

EXISTING CURB

CORE EXISTING CURB AND
EPOXY SLEEVE AND DOWEL IN
PLACE

3
4" DIAM. X 24" LONG

SMOOTH DOWEL, SLEEVE END

1
2" FULL DEPTH EXPANSION

JOINT (WITH SEALANT)

REINFORCING

PROPOSED CURBCP500
8,9,10

AGGREGATE BASE -
IDOT CA-6

POURED-IN-PLACE CONCRETE
WITH MEDIUM BROOM FINISH

AGGREGATE BASE (IDOT CA-6)

COMPACTED SUBGRADE

8"
6"

WWF @ MIDPOINT OF
CONCRETE

SEE LAYOUT & MATERIALS PLANS
FOR ADJACENT PAVEMENT
CONDITION

3"

AGGREGATE BASE, IDOT CA-6

SLOPE 3/4" PER FOOT

(2) #4 BARS CONTINUOUS

COMPACTED SUBGRADE

6"

1"

6"7"6"

6"

8"

12"
1"

6"

R1"

R2"

DEPRESS CURB AT
DRIVEWAYS AND
RAMPS

19"

TC - SEE PLANS

G - SEE PLANS

SLOPE
PAVEMENT, CONDITIONS VARY.
SEE PLANS

R=1/4"

NOTES:
1.  EXPANSION JOINTS WITH PREFORMED 1/2" EXPANSION JOINT MATERIAL SHALL BE PLACED TO FULL DEPTH AT:

a. 5 FT. ON EACH SIDE OF DRAINAGE STRUCTURES
b. MAX. OF 60 FT. INTERVALS

2.  TOOLED CONTROL JOINTS SHALL BE CONSTRUCTED AT 15 FT. INTERVALS.
3.  ASPHALT SHALL BE HELD 1/4" ABOVE GUTTER GRADE AT LOCATIONS WHERE ASPHALT PAVEMENT MEETS CURB

& GUTTER UNLESS GUTTER IS REVERSE PITCH
4.  SEE PLAN FOR LOCATION OF REVERSE PITCH GUTTER

6"
 M

IN
.

3"

1"6"

2 #4 BARS CONTINUOUS
BETWEEN EXPANSION JOINTS

SUBGRADE 7" 6"6"

12"

CONCRETE PAVEMENT
(LIGHT DUTY)

AS
 N

OT
ED

ON
 P

LA
NS

EXPANSION JOINT

AGGREGATE BASE

SLOPE 3/4"
PER FOOT

1/2"

2" R

3"
R

PAVEMENT, SEE
LAYOUT PLAN

6
CP500

4
CP500

8"

TYPICAL PAVEMENT
DETAILS
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SCALE: 1" = 1'
LIGHT DUTY CONCRETE PAVEMENT4

SCALE: 1" = 1'
ASPHALT PAVEMENT - FULL DEPTH1

SCALE: 1" = 1'
EXPANSION JOINT6 SCALE: 1" = 1'

CONTROL JOINT7 SCALE: 1" = 1'
6" CONCRETE CURB AND GUTTER8

SCALE: 1" = 1'
DEPRESSED CURB AND GUTTER10 SCALE: NTS

ADA CURB RAMP13

SCALE: 1" = 10'
DETECTABLE WARNING TILE14

SCALE: 1" = 1'
ASPHALT PAVEMENT - 2" OVERLAY2 SCALE: 1" = 1'

BUTT JOINT3

SCALE: 1" = 1'
HEAVY DUTY CONCRETE PAVEMENT5 SCALE: 1" = 1'

CONCRETE CURB AND GUTTER (SPILLOUT)9

SCALE: 1" = 1'
CONCRETE CURB CONNECTION11

SCALE: NTS
CONCRETE SPILLWAY (INTERMEDIATE)15 SCALE: NTS

SPILLWAY TERMINUS16

SCALE: 1" = 1'
SIDEWALK AT CURB AND GUTTER12



ADA SYMBOL, TYP. (WHITE IN
BLUE)

4" WIDE YELLOW PAINTED
STRIPE, TYP.

18
'-6

"

NOTES:
· ALL BARRIER FREE PAVEMENT SURFACES

SHALL NOT EXCEED 2% SLOPE IN ANY
DIRECTION.

BARRIER-FREE SIGN, TYP.

CONCRETE PAVEMENT-
HEAVY DUTY

EXPANSION JOINT, TYP.

DETECTABLE WARNING TILE

11'-0" 5'-0"

5
CP500

6
CP500

13
CP500

WHEEL STOP, TYP.

6"
2'-

0"

11'-0" 5'-0"

56
"

48"

8'

2'

24" WHITE
STRIPE

STOP SIGN

24" WHITE
STOP LINE

4'

JOINTING SAND, SEE SPECS.

CA-7, 6" MIN.

CA-1, 12" MIN.

SUBSOIL MATERIAL:
MIN. CBR - 5 (COMPACT IF LESS
THAN 5). SLOPE TO DRAIN

GEOTEXTILE MATERIAL

1" BEDDING MATERIAL:OPEN-GRADED,
CRUSHED, ANGULAR;IDOT CA-16 (2-5
MM) OR ASTM NO. 8

GENERAL CONDITION ABOVE STORM TRAP CHAMBER

STORM TRAP CHAMBER

OPTILOC MIN. 3-1/8" (80 MM) THICK. PROVIDE
SOLDIER COURSE @ ALL PERIMETER W/ UNILOCK
HOLLANDSTONE, 3 1/8" MIN. THICKNESS.

ECO-OPTILOC

PAVERS MIN. 3-1/8" (80 MM) THICK

PERVIOUS OPENINGS: 12%

JOINT FILL MATERIAL:

OPEN-GRADED, CRUSHED, ANGULAR

IDOT CA-16 (2-5 MM)

6"  BASE MATERIAL:

OPEN-GRADED, CRUSHED, ANGULAR

IDOT CA-7

8" SUB BASE MATERIAL:

OPEN-GRADED, CRUSHED, ANGULAR

IDOT CA-1

SUBSOIL MATERIAL:

SLOPE TO UNDERDRAINS

STABILIZATION FABRIC

4" PERFORATED PVC UNDERDRAIN PIPE

1-1/2" BEDDING MATERIAL:

OPEN-GRADED, CRUSHED, ANGULAR

IDOT CA-16 (2-5 MM)

JOINT FILL MATERIAL: OPEN-GRADED, CRUSHED,

ANGULAR; IDOT CA-16 (2-5 MM) OR ASTM NO. 8

6" MIN. BASE MATERIAL: OPEN-GRADED, CRUSHED, ANGULAR;
IDOT CA-7 OR ASTM NO. 57

16" MIN. SUB BASE MATERIAL: OPEN-GRADED,
CRUSHED, ANGULAR; IDOT CA-1 OR ASTM NO. 2

SUBSOIL MATERIAL:

MIN. CBR - 5% (COMPACT IF LESS THAN 5%)

SLOPE TO DRAIN

GEOTEXTILE MATERIAL

6" PERFORATED, RIGID PVC UNDERDRAIN PIPE (SEE PLAN FOR LOCATION)

1-1/2" BEDDING MATERIAL:OPEN-GRADED, CRUSHED,

ANGULAR;IDOT CA-16 (2-5 MM) OR ASTM NO. 8

ECO-OPTILOC/UNI ECO-STONE PAVERS MIN. 3-1/8"

(80 MM) THICK PERVIOUS OPENINGS: 12%

1" SAND SETTING BED

CONCRETE UNIT PAVER
FILTER FABRIC

WWF 6X6, WI.4 X WI.4
HAND TIGHT JOINT SWEPT WITH SAND

2"
1"

*

6"

1" TO TOP OF EDGING

2" Ø PVC SLAB DRAIN AT 3' O.C.
THROUGHOUT FIELD AT 18" O.C
ALONG PERIMETERS, FILL WITH
DRAIN AGGREGATE.

2"x3"x1
8" GALVANIZED STEEL ANGLE WITH 3 8"

S.S. EXPANSION BOLT@ 3'-0" O.C.
PLASTIC EDGE RESTRAINTS WILL NOT BE
PERMITTED.

1/4" WEEP HOLE @ 18" O.C. IN BOTTOM
OF VERTICAL FACE OF STEEL ANGLE

* THICKNESS TO MATCH THICKNESS OF
ADJACENT CONCRETE WALK

AGGREGATE BASE

1"

*

6"

* THICKNESS TO MATCH THICKNESS
OF ADJACENT CONCRETE WALK

PAVERS CONCRETE WALK 4
CP500

4
CP501

4
'
-
0
"
 
M

I
N

.
 
M

O
U

N
T

I
N

G
 
H

E
I
G

H
T

2" X 2" SQ. ALUMINUM
BLACK ANODIZED FINISH

3
'
-
6
"

CONCRETE FOOTING

REFLECTIVE REGULATORY SIGN
CONCEALED FASTENERS

1/4" THICK ALUM. BACKING,
BLACK ANODIZED

GALVANIZED SLEEVE SET IN
NON SHRINK GROUT, 12" DEPTH

"$250 FINE" SIGN CONCEALED FASTNERS PLATE
MAY BE MOUNTED DIRECTLY BELOW THE
"RESERVED PARKING" SIGN OR COMBINED WITH
THAT SIGN ON A SINGLE 12"X24" PANEL.

8" DIAM.

RESERVED
PARKING

$250 FINE

1
'
-
6
"

1'-0"

2
'
-
0
"

BOLLARD

TYPICAL PAVEMENT
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SCALE: NTS
ADA PARKING SPACE STRIPING6 SCALE: 1" = 5'

CROSSWALK STRIPING7

SCALE: 1"=10'
PERMEABLE PAVER - SUGAR GROVE1 SCALE: 1"=10'

PERMEABLE PAVER - PLANO2 SCALE: 1"=10'
PERMEABLE PAVER - AURORA3

SCALE: 1"=1'
CIRCLE PLAZA PAVER - SUGAR GROVE4 SCALE: 1"=1'

CIRCLE PLAZA PAVER EDGE- SUGAR GROVE5 SCALE: 1" = 5'
CROSSWALK STRIPING7
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